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EGV/ ILLUMI ARTS
LUMINOUS INTENSITY
COLOR TEMPERATURE
LIGHT PANEL

SUPPLY POWER
DIMMABILITY

MAX PANELS / PSU
ELECTRIC

COLOR LED STRIPS
LIFETIME

LED COLORS
WEIGHT / PANEL
HEIGHT & LENGTH
FRAME THICKNESS
CERTIFICATIONS

WARRANTY

CARE

Aluminium Frame

Bright RGB LED strip along two sides

lllumi art panel

LGP With Optimum Transmittace & Uniformity

Aluminium Back Plate Cover

Inquiries: info@illumiarts.com

LISTED
E476080

RoSH

R:725mcd G: 1800mcd B: 550mcd
FULL COLORS

11 WATTS

DC 24V (LOW VOLTAGE)
RGB WIRELESS REMOTE
(1220mm*2440mm)/ 82 WATTS
200V-270V / 50HZ-60HZ

RGB

50,000 HOURS

RAINBOW

1.5KG

324MM * 324MM

20MM

UL, CE and RoSH

2 years

Handle with care, no liquid substance, hazardous
material, fire and children without adult supervision.
Contact factory for additional guidelines.

©) "Designed by lllumiArts USA" & "Made in China"
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Installation Manual

First step: Install brackets and hooks on the backside

Hook

racket
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front side Cable back side side view

Second step: Fasten screws on the wall, keep screw distance the same at vertical or horizontal
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Screws

RGB Connection
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alignment Bayonet-then tighten

\@éi Configuration of the Illumi Arts

RGB controller Power supply

Third step: Connect RGB controller with cable to outlet
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Frame snaps up on 4 sides Sample Illumia Art panel Frame snaps down and closes

Forth step: Snap frames opens on 4 sides, tear off all protective films, locate the Illumi Art panel and close all sides

Inquiries ¢ info@illumiarts.com © Designed in USA & Made in China



ILLUMI ARTS .

Bluetooth RGB LED Controller IR 24 Keys Remote

First: Technical Parameters

Connection Methods: Bluetooth Version 4.0 above.
Suitable Phone OS: 10S version 6.0 above and Android 4.3 above
Software language: English , Chinese.

Working Temperature:—20C -60C

Working Voltage: DC12V-24V

Output channel: 3CH/RGB,4CH(RGBW)

Output Current:2A*3CH ;2A*4CH

Output power:3CH:12V<72W;4CH 12V<96W
N.W:25¢g

G.W:50g

Operation steps:

Option 1: Bluetooth control Option 2: Remote key control
1. Install APP 1.Pull out the battery protective film
2. Turn on Bluetooth 2. Chose color mode

3. Open the application click on Scan
4. Group Control

App download:

1. Website: http://www.leddreamlight.com/
2. Scan QR code as below:

Carrier = 5:15PM
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10§ version 6.0 above or Android 2.2 version above





